GT-X1 200 12" Woofer ﬂ Bl

by HARMAN®
TECHNICAL DATA

SPECIFICATIONS SEALED BOX VOLUME
(INCLUDES DRIVER DISPLACEMENT)

Diameter: 12" (300mm)

Sensitivity (2.83V@1m): 90dB

Power Handling: 300W RMS; 1200W Peak k&w/4
Frequency Response: 23Hz — 450Hz g

Normal Impedance: 4 ohms GT-X1200
(side view)

Voice-Coil Diameter: 2" (51mm)

Dimensions: Outer Diameter
“;1 2-1/4" (311mm) 4"

N/

Vgox = 1.00 ft.° (28.32 liters)
Mounting Depth
6-1/16" (153mm)

v

Cutout Diameter SEALED ENCLOSURE
11" (279mm) > FREQUENCY RESPONSE @ 2.83V
110 9B SPL
105
THIELE-SMALL PARAMETERS
100
Voice-Coil DC Resistance: R./c(0hms) 3.6 % In-Car
90 12dB LP @ 80Hz
Voice-Coil Inductance @ 1kHz: L o(mH) 2.57 85
Driver Radiating Area: S, (in?) 85.4 80
S; (m?) 551.00 75 Out-gf-Car
Motor Force Factor: B, (Tm) 14.08 70
Compliance Volume: Vg (ft9) 2.7 65
V,. (liters) 76.7 60
20Hz 30 40 50 60 70 80 90 100 200 300
Suspension Compliance: Cys (LM/N) 177.00
Moving Mass, Air Load: M, (grams) 179.00 SEALED ENCLOSURE
Moving Mass, Diaphragm: M, (grams) 171.00 CONE EXCURSION @ 250w
Free-Air Resonance: Fs(H2) 28.00 ggm M
m
Mechanical Q: Qs 8.85 10m
. 5m
Electical Q: Qg 0.57
2m
Total Q: Qg 0.54 1m
. ) ' 500u
Magnetic-Gap Height: H, (in) 0.307
H,. (mm) 7.8 200u
100u
Voice-Coil Height: H,, (in) 1.26 50u
ch (mm) 32 20u
Maximum Excursion: X__(in) 0.48 10u
5u LEAP
X pax (MM) 12.1 20Hz 30 40 50 60 70 80 90 100 200 300
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